
38 cm (15 inch) Class Color LCD Monitor

EIZO's FlexScan L351 represents the new standard 

of LCD technology with a digital connector for a 

direct digital connection to the computer. The digi-

tal interface raises the image clarity of flat panel 

displays to a new level. The picture quality, ergo-

nomic design and energy saving features combine 

to make the L351 a natural choice for use in offices 

and hospitals.

DVI-D connector for digital support.

0.297 mm × 0.297 mm dot pitch.

15 inch color TFT panel with 1024 × 768 

recommended resolution.

Detachable panel for arm or wall mounting.

Image scaling and smoothing. 

Support for Kensington's MicroSaver®security 

system.

TÜV ECO Circle 2000 and TCO'99 compliant.

Cabinet color available in either gray or black.

Features:
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38 cm (15 inch) Class Color LCD Monitor

 Direct Digital Interface
The L351 utilizes a Digital Visual Interface-Digital 
(DVI-D) connector to eliminate the need for analog-dig-
ital conversions. The direct digital connection between 
the L351 and the PC allows users to enjoy higher qual-
ity images.

 Image Scaling and Smoothing 
The L351 can take resolutions less than the panel's na-
tive resolution of 1024 × 768 and scale them to a full 
screen mode. Image smoothing, with adjustments in five 
gradations, allows the user to correct focus errors that 
can result during the scaling process and ensure crisp 
display of text.

 Design Flexibility
A removable stand allows the L351 to serve as both a 
desktop stand and free mount display. A VESA compli-
ant mounting bracket facilitates placement on a move-
able arm or wall. An internal power supply unit further 
simplifies mounting by eliminating the need for a space 
consuming external power supply unit.

 Low Energy Consumption
At 35 watts, the L351 consumes approximately 60% 
less power than a 17 inch CRT monitor during normal 
operation. Power consumption falls to less than 3 watts 
in power save mode to further contribute to energy sav-
ings and prolong the life of the LCD backlight.                                        

 TÜV ECO Circle 2000 Compliant
The L351 meets the requirements for the new TÜV 
ECO Circle 2000 Mark. Other rigorous standards the 
L351 complies with include TCO'99, the CE Mark, and 
the EPA ENERGY STAR® Program.

FlexScan® L351 Specifications
Panel Type

Pixel Pitch

Display Color

Viewing Angle

Scanning Frequency

Brightness

Contrast Ratio

Input Signals 

Input Terminal  

Active Display Size 

Viewable Image Size 

Recommended 

Resolution  

Plug & Play1 

Screen Control  

Power Management 

System  

Power Consumption  

Power Save Mode   

Dimensions

Net Weight 

Safety Standards

Ergonomic/Environ-

mental Standards 

Specifications are subject to change without notice.
          
ENERGY STAR® is a U.S. registered mark. As an ENERGY STAR® Partner, Eizo Nanao Corporation has 
determined that this product meets the ENERGY STAR® guidelines for energy efficiency.
Copyright © 2000 Eizo Nanao Corporation. All rights reserved. All product names are trademarks or registered 
trademarks of their respective companies. PowerManager is a trademark, and FlexScan, EIZO, and 
ScreenManager are registered trademarks of Eizo Nanao Corporation.

1Only Valid when computer system supports all Plug & Play functions (personal computer, graph-
ics board, Windows® 95/98/2000). For more details, please refer to the Windows 95/98/2000, 
personal computer, and graphics board manuals or contact the manufacturers.

2Black cabinets are not TCO'99 compliant.

FW-02 slides over the LCD screen for protection against scratches and dust. 
A light transmission rate of over 87% leaves minimal trace of implementation.

*FW-02 is sold separately.

FW-02
15 inch LCD Protection Sheet
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38 cm (15 inch) TFT color LCD panel

0.297 mm × 0.297 mm

260,000 colors (16.2 million colors with FRC circuitry)

Horizontal: 140° Vertical: 120° 
H: 31 - 49 kHz, V: 60 Hz (VGA text: 70 Hz)

200 cd/m2 (typical)

300:1 (typical)

DVI Standard 1.0

DVI-24 pin

304 mm (W) × 228 mm (H)

Diagonal: 380 mm

1024 dots × 768 lines

VESA DDC 2B

ScreenManager®

DVI-DMPM            

35 watts (typical)

Less than 3 watts

384 mm (W) × 386 mm (H) × 171 mm (D) (with base)

384 mm (W) × 325 mm (H) × 69 mm (D) (panel only)

5.4 kg (with base)  3.9 kg (panel only)

TÜV Rheinland/GS, CB, CE Mark

TÜV ECO Circle 2000, EPA ENERGY STAR® Program,

Energy 2000, TCO'992


