
38 cm (15 inch) Class Color LCD Monitor

EIZO sets new standards in the 15 inch flat panel 

category with a distortion-free, technologically 

advanced model for high-end business applications. 

The FlexScan L371 narrows the gap between digital 

and analog technology to elevate display perfor-

mance to new levels of image clarity. A Digital Vis-

ual Interface-Integrated (DVI-I) connector and a D-Sub 

mini 15 pin analog connector assure both digital 

and analog support.

15" TFT panel with 1024 × 768 native resolution.

0.297 mm × 0.297 mm pixel pitch.

DVI-I connector accepts digital and analog input.

Arm/wall mounting capabilities.

Image scaling and smoothing.

USB hub with one upstream and two downstream 

ports.

Support for Kensington’s MicroSaver® security sytem.

TCO’99 compliant.

Attachable sound unit for multimedia applications 

and video conferencing.

Cabinet color available in gray or black.

Features:
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38 cm (15 inch) Class Color LCD Monitor

FlexScan® L371 Specifications

Specifications are subject to change without notice.
          
ENERGY STAR® is a U.S. registered mark. As an ENERGY STAR® Partner, Eizo Nanao Corporation has 
determined that this product meets the ENERGY STAR® guidelines for energy efficiency.
Copyright © 2000 Eizo Nanao Corporation. All rights reserved. All product names are trademarks or registered 
trademarks of their respective companies. i .Sound is a trademark, and FlexScan, EIZO, and ScreenManager are 
registered trademarks of Eizo Nanao Corporation.

1Only Valid when computer system supports all Plug & Play functions (personal computer, 
 graphics board, Windows® 95/98/2000). For more details, please refer to the Windows 
 95/98/2000, personal computer, and graphics board manuals or contact the manufacturers.
2EIZO MPMS is a power management system developed by EIZO to replace NUTEK which
 was discontinued at the end of 1997.
3Black cabinets are not TCO'99 compliant.

FW-02 slides over the LCD screen for protection against scratches and dust. 
A light transmission rate of over 87% leaves minimal trace of implementation.

*The i .Sound and FW-02 are sold separately.

FW-02
15 inch LCD Protection Sheet
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 Digital and Analog Compatibility
The DVI-I connector accepts digital and analog signal 
output from computers while the D-Sub mini 15 pin 
connector offers additional analog support. This dual 
interface solution guarantees interoperability with wide-
spread current analog systems and the increasing num-
ber of computers with DVI compliant digital output. 

 Input Selection
An input signal selection button on the front bezel facili-
tates instant toggling between the DVI-I and analog 
connectors as the active input for on screen display. 

 Image Scaling and Smoothing 
Image scaling allows the user to expand resolutions less 
than 1024 × 768 to an enlarged mode or a full screen 
mode. Image smoothing provides five adjustment levels 
to eliminate jagged edges and produce sharp display of 
text.

 Design Flexibility
The L371 is compatible with the VESA industry stan-
dard for mounting. Additionally, the power supply unit 
is built into the main unit for hassle-free set up when the 
monitor is placed on an arm or a wall.

 USB Hub
The L371 offers a USB hub with one upstream and two 
downstream ports. The positioning of the hub on the 
main unit allows for continued use when the L371 is 
converted to a free mount display.                                        

 Compliance with International Standards
The L371 meets the requirements of the world's strictest 
standards for emissions, safety, recycling, and power 
management including TCO'99, TÜV Rheinland Ergo-
nomie Geprüft, the CE Mark, and the EPA ENERGY 
STAR® Program.

Attachable sound unit with full range 
bass reflex and amplifier output of two watts per channel. Cabinet color is 
available in gray or black.
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38 cm (15 inch) TFT color LCD panel

0.297 mm × 0.297 mm

16.7 million colors

Horizontal: 140° Vertical: 120° 
H: 27 - 61 kHz, V: 50 - 85 Hz (Up to 75 Hz at 1024 × 768)

200 cd/m2 (typical)

350:1 (typical)

RGB Analog, DVI Standard 1.0

D-Sub mini 15 pin, DVI-29 pin

304 mm (W) × 228 mm (H)

Diagonal: 380 mm

1024 dots × 768 lines

VESA DDC 2B

ScreenManager®
,
 One Touch Auto Adjustment Function

VESA DPMS, EIZO MPMS2, DVI-DMPM

30 watts (typical)

Less than 5 watts

397 mm (W) × 397 mm (H) × 193 mm (D) (with base)

397 mm (W) × 319 mm (H) × 77 mm (D) (panel only)

5.7 kg (with base)  4.3 kg (panel only)

TÜV Rheinland/GS, CB, CE Mark

TÜV Rheinland/Ergonomie Geprüft (including ISO 9241-3,-7, 

-8, and MPR-II), EPA ENERGY STAR® Program, TCO'993

USB Standard Rev. 1.1

1 upstream port (for computer or another hub) 

2 downstream ports (for peripherals)


