Installation Guide

GenTouch Software

TouchPanel Driver

Important

*Please read this Installation Guide carefully to familiarize yourself
with safe and effective usage.

* The software described in this document is provided based on the
Software License Agreement, and can be used only when you agree
with the contents of the agreement.

*The latest software and Installation Guide are available for download
from our site:

http://www.eizoglobal.com

V ElZO



Introducing GenTouch Software

GenTouch Software is a driver software necessary to use EIZO Surface Acoustic Wave touch panel monitor
with Windows.

No part of this manual may be reproduced, stored in a retrieval system, or transmitted, in any form or by
any means, electric, mechanical, or otherwise, without the prior written permission of EIZO Corporation.
EIZO Corporation is under no obligation to hold any submitted material or information confidential unless
prior arrangements are made pursuant to EIZO Corporation's receipt of said information. Although every
effort has been made to ensure that this manual provides up-to-date information, please note that this
products specifications are subject to change without notice.

Windows, Windows Vista are registered trademarks of Microsoft Corporation.

GeneralTouch is a trademark of GeneralTouch Technology Co., Ltd.

EIZO and EIZO Logo are registered trademarks of EIZO Corporation in Japan and other countries.
The screen shots used in this manual are taken from GeneralTouch Technology Co., Ltd. products.
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Cautions for the Use of the Touch Panel

Be careful of the following points. Otherwise, damage to the monitor or malfunctions may occur.

@ While starting the PC and monitor

Do not touch the touch panel.
- It may cause the incorrect cursor position or disable the touch operation.
- If this occurs, restart the monitor to restore the correct operation.

@ During touch operation
Do not strongly press, rub or poke the touch panel.
Do not touch the touch panel with hard objects such as a pen or metal object.

@ During power-saving mode

When the PC is in system standby status, the PC may not be resumed from the standby status by
touching the screen depending on the PC's hardware configuration. In this case, operate the mouse

or the keyboard.

Cautions for the Use of the Touch Panel

3



CONTENTS

Introducing GenTouch Software ..............cceeeuieee 2

Cautions for the Use of the Touch Panel............ 3

@ While starting the PC and monitor............... 3 i

@ During touch operation...........cccoocuiieeiiiiinnnn. 3

@ During power-saving mode ..........c.ccoccveerneenn. 3

CONTENTS ..ooorrvmrnerssneessssessssssesssssssssssssssssssssnsess 4}

Chapter 1 Setting Up.....ccoooeeiiccimncciiniiinninsinnns 5

1-1. System Requirements.........cccevcviiierriinnnnne 5

1-2. Installing GenTouch Software...........ccce.... 5

1-3. CaliDrAtion ..eeeeeeeeesssessssseeeeeeeeseeeseeseseeeeesseeees 9 i

1-4. Uninstalling GenTouch Software ................ 9
Chapter 2 Advanced Settings ......c.ccccccevviinnnnns 11

@ Starting “GenPanel”.........cccoeiiiiiiiii. 1"

21. “Calibration” tab ..o, 12

22, “SettiNgS” 1A ..ovoreeereeeeeeeeeeeeseeeesesseseeeeeeees 13

@® Changing Mouse Mode [Mouse Model].......... 14

@ Enabling the Right-clicking Operations

[RIGN CIICK] ..o 15 i

@ Setting the Speed of Drag [Drag Delay] ........ 15 i

@ Setting the Time until a Right-click :

Operation is Recognized [Right Click Delay]...15

@ Setting the Sensitivity Level :
[Sensitivity Level] .......oooeveiiieiiiiiieeeieees 15 ¢

P S TPt L 15

@ Setting Touch-Sound [Sound Mode].............. 16 i

@ Setting Sound [Sound Settings]..........ccceeee... 16

2-4. “Diagnostics” tab ........ccccoriiiiiiciinniiiieeeen. 16
2-5. “ADOUL” taD ...ceeeeeeeeememnnsssssssssssnsssenessessesesceee 16
Chapter 3 Right-click Operations................... 17
Chapter 4 Troubleshooting........ccccccenriniiiiinnnas 18

4 CONTENTS



Chapter 1 Setting Up

1-1. System Requirements

GenTouch Software operates under the system shown below.

(O] + Windows 10 (32 bit / 64 bit)

+ Windows 8.1 (32 bit / 64 bit)

+ Windows 7 (32 bit / 64 bit)

» Windows Vista Service Pack 2 (32 bit)
» Windows XP Service Pack 3 (32 bit)

» Windows 2000 Service Pack 4 (32 bit)

Monitor » EIZO touch panel monitor using Surface Acoustic Wave technology

[ Note |

* You cannot use multiple monitors as touch panel monitors. You may only connect one touch panel monitor to a
PC.

1-2. Installing GenTouch Software

[ Note |

» The driver version may be different depending on the operating system you are using. Install the driver version
that is compatible with your operating system.

« If a different version of the driver is installed, firstly uninstall it, and then install this driver.

1. Use the USB cable or RS-232C cable to connect the monitor and the PC (The
USBupstream port and the RS-232C port cannot be used at the same time).

When using the USB cable

Connect the USB cable to the PC USB Downstream port and to the monitor USB Upstream port.
[ Note |

» Please make sure to connect the USB cable before installing the driver. If you connect the USB cable after
installing the driver, the monitor will not be recognized.

When using the RS-232C cable

Connect one end of the cable to the RS-232C port of the monitor and the other end to the COM port
of the PC.

» Do not use a conversion adapter for connection. The touch panel display may not work properly.
» Always connect the RS-232C cable before installing the driver. If you connect the RS-232C cable after
installation, the monitor will not be recognized.

2. Connect the power cord to the power connector and the power outlet.
3. Turn on the monitor.
4. Turn on the PC, and log on to the user account that has the “Administrators”

privilege.

For user account privilege settings, contact your system administrator.
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5. After extracting the downloaded file, open the “GenTouch” folder and double-
click “setup.exe”.

The “Welcome!” screen appears.

Welcome! x

% YWieloome!

Welcome to this GeneralT ouch touchscreen for Windows
zetup application. It will install touchzcreen software on
your computer.

Tips: It iz strangly recommended that pou exit all windaws
programs before running this setup program.

Press ""Mest™' to continue,™ Cancel™' to cancel this setup.

< Back Next = Cancel |

Tips
» The “User Account Control” dialog may appear. Click “Yes” to run the installer.

0 User Account Control *

5 Do you want to allow this app to make changes to your

pPC?

% Program name:  GeneralTouch TouchScreen Setup
=4

Application
Verified publisher: General Touch Technology Co.,Ltd
File origin: Hard drive on this computer

() Show details Ves

Change when these notifications appear
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6. Click “Next”.

The “Touchscreen port setting” screen appears.

7. Select the connection interface, and then click “Next”.

Touchscreen port setting

ﬁ Pleasze select touchscreen device

Our tauchzcreen uzes the follawing interface to communicate
with your computer Here are the devices existing in your
computer Please select the device which your touchscreen is

attached to.

|CEIM1

< Back Next » Cancel |

The installation begins and the “Setup in progress” window is displayed.

8. Click “Next”.

Setup in progress...

&

Please wait,Setup is doing the following zetup procedures on
Your computer.

»» Adding touchsceen device to your computer..

»».Copuing driver files to pour systen,..

>».Create shartcut links for applications.

The “Setup Complete!” screen appears.

Chapter 1 Setting Up
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0. Click “Finish”.

0 Setup complete!

COMGRATULATIONS:Setup pragram hawve finizhed setting up
your touchscreen. Thank you for choosing owr products. |

MOTES: Touchscreen maybe ocours abhomal after you installed
first, pleaze restart your zystem when it occurs,

MOTES: To calibration your touchscreen and adjust touchscreen
zettings.Y'ou can choose to-

¥ View GeneralT ouch touchscreen control panel.

< Back Finish Cancel

Finish the installation.

Tips
* When the [View GeneralTouch touchscreen control panel.] is checked, the “GeneralTouch touchscreen

Properties” window opens. You can configure advanced settings in this screen (Refer to “Chapter 2 Advanced
Settings” (page 11) for details).
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1-3. Calibration

After installation of the driver is complete, please make sure to perform calibration. Calibration is used to
fine-tune the touch area position and obtain the optimal position (Refer to “2-1. “Calibration” tab” (page
12) for details).

« Start the calibration within 30 seconds after the calibration window opens. Otherwise, the calibration is canceled.
Otherwise, the calibration is canceled.

1-4. Uninstalling GenTouch Software

» Before uninstalling GenTouch Software, be sure to exit all touch panel setting windows.

1. Log on to the user account that has the “Administrators” privilege.

2_ The uninstallation wizard starts.

Windows 10

1. Select “Start” - “Settings” - “System” - “Apps and features”.
2. Select “GeneralTouch TouchScreen Driver” from the list, then click “Uninstall”
Follow the instructions on-screen to uninstall the software.

Windows 8.1

1. Click @ at the bottom of the “Start” screen.

The “Apps” screen appears.
2. Select “Windows System” - “Control Panel” - “Programs” - “Uninstall a program”.
3. Select and double-click “GeneralTouch TouchScreen Driver” in the list.

Windows 7 / Windows Vista / Windows XP / Windows 2000

1. Select “Start” - “Control Panel” - “Programs” - “Uninstall a program”.
2. Select “GeneralTouch TouchScreen Driver” from the list, then click “Uninstall”.

he setup wizard opens.

Tips
» The “User Account Control” dialog may appear. Click “Yes” to open the uninstallation wizard.

Chapter 1 Setting Up 9



3. Click “Next”.

The “Removal in progress” screen appears.

4. Click “Next ”.

The “Removal Complete!” screen appears.

5_ Finish the uninstallation.
Click “Finish”.

6. Restart the PC.
Click “Restart Now” / “Yes”.
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Chapter 2 Advanced Settings

In “GenPanel”, you can configure click and sound settings for the touch panel.

@ Starting “GenPanel”

Windows 10
Click “Start” - “All Apps” - “GenTouchScreen” - “GenPanel”.

Windows 8.1

Click @ on the “Start” screen, then select “GenTouchScreen” - “GenPanel” on the “Apps” screen.

Windows 7 / Windows Vista / Windows XP / Windows 2000
Click “Start” - “All Programs” - “GenTouchScreen” - “GenPanel”.

The “GeneralTouch touchscreen Properties” screen appears.

GeneralTouch Touchscreen Properties x

Calibration  Settings Sound Diagnostics About

Touchscreen calibration utility converts touchscreen coordinates
into soreen video coordinates.

Calibrate your touchscreen when:

= |nitially install touchscreen and coresponding software,
* Change the touchmonitor video image.
* Mowe or resize touchmaonitor videa image.

# Motice the curzor izn't lined up with your finger.

QK Cancel Apph
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2-1. “Calibration” tab

You can perform calibration in the “Calibration” tab. Calibration fine-tunes the touch area position to
obtain the optimal position. After driver installation is complete, please make sure to perform calibration
in accordance with the following procedure.

1. Click B under the “Calibration” tab.
GeneralTouch Touchscreen Properties hod

Calibration  Settings Sound Diagnostics  About

Touchzcreen calibration utility corverts touchzeoreen coordinates
into sereen video coordinates.

Calibrate your touchzcreen when:

* Initially install touchzcreen and comesponding software,
® Change the touchmonitor video image.
* Mowe or resize touchmonitor videa image.

* Motice the cursor izn't lined up with your finger.

QK Cancel Apply

The calibration window opens.

* When using an environment in which multiple monitors are connected:
Under the “Calibration” tab, select the monitor to be calibrated from the pull-down menu, and then click ‘@
on the right.

M anitar] W

OK Cancel Apply

Do not select [Desktop], otherwise calibration cannot be performed correctly.
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2. Touch the calibration target with a finger, then release.

The calibration target appears on the screen in three locations, the top left, bottom right and top right,

in this order.

After the calibration is completed, the “Checking Calibration results” window opens.

Tips
* If you press the “ESC” key when the calibration window is displayed, the calibration will be interrupted.

3_ Touch the screen to check operation.

If the cursor moves without any issue, click “Yes” to complete calibration. If you need to perform
calibration again, click “No”.

Checking calibration results

Iel Try moving on the screen, Does the cursor jump to your fingertip?

Yes Mo

2-2. “Settings” tab

You can configure the screen’s response to your touch.

GeneralTouch Touchscreen Properties *
P
Calibration  Settings  Sound About

Mouse Mode
(D) Click an touch () Drag
(O Click on releaze (®) Double click drag
I Right click Dauble click range: o5 =

Dirag Delap

Short ' Lotig

Right Click Delay

Senazitivity Level

1 v

(® Enable Touch (D) Digable Touch

» The settings become available after clicking “OK” or “Apply”.
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® Changing Mouse Mode [Mouse Mode]

Click on touch

Suitable for applications such as a calculator, which uses button-based operation. Drawing and

dragging are not supported.
Click : The action is recognized by touching the screen.
Double-click : Touch the same spot twice on the screen with a finger.

Drag

Suitable for drawing software.
Click : The action is recognized by touching the screen.
Double-click : Touch the same spot twice on the screen with a finger.
Drag : Hold finger on the screen and slide.

Click on release

Suitable for applications that require very precise clicking. Drawing and dragging are not supported.
Click : The action is recognized by lifting a finger off the screen.
Double-click : Touch the same spot twice on the screen with a finger.

Double click, drag

Suitable for all applications.

Click : The action is recognized by touching the screen.
Double-click : Touch the same spot twice on the screen with a finger.
Drag : Hold finger on the screen and slide.

Setting the Double-click Operation Range [Double click range]

Sets the range in which the double-click operation is recognized.

Default setting: 25 x 25 (pixels)
The Double click range is specified using A/V, and can be adjusted in pixel units.

GeneralTouch Touchscreen Properties >
Calibration  Settings  Sound About
touze Mode
() Click, on touch (i Dvag
() Click, on release (® Double click.drag
[CTright click, Double click range: 25 2
Drag Delay

[ Note |
» The double-click speed cannot be changed. Even if you change the double-click speed on your PC,
the speed will be reset to the default value when you click “Apply” on the “GeneralTouch Touchscreen

Properties” screen.
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@ Enabling the Right-clicking Operations [Right click]
Check [Right click].

@ Setting the Speed of Drag [Drag Delay]
Enables to adjust the response time for a drag operation.
Move the slide bar for [Drag Delay] left or right.

The response time for a drag operation is longer when moved to the right and shorter when
moved to the left.

@ Setting the Time until a Right-click Operation is Recognized [Right
Click Delay]
Enables to adjust the response time for a drag operation.
Move the slide bar for [Right Click Delay] left or right.
The time until a click is recognized as a right-click gets longer as the slide is moved to the right,
and gets shorter when moved to the left.

@ Setting the Sensitivity Level [Sensitivity Level]
Enables to adjust the touch sensitivity.
Move the slide bar for [Sensitivity Level] left or right.
The touch sensitivity is higher when moved to the right. The higher the sensitivity level, the less
power is required for a click to be detected.

2-3. “Sound” tab

Enables setting of the touch sound that occurs in response to the touch.
The touch-sound setting can be checked by touching the [Touch here to test touch -sound.].

» Under Windows 10 / Windows 8.1 / Windows 7, touch sound is only output through the audio output terminal of the
PC. To hear touch-sound, connect speakers.

GeneralTouch Touchscreen Properties X

Calibration ~ Settings Sound  Diagnostics  About

Sound Mode

Sound On: Releaze ~
Sound Settings
Tone
Lt I High
Druration time
Short I Long

-
\@E Touch here to test touch-sound.

Cancel Apply
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@ Setting Touch-Sound [Sound Mode]

Specifies the timing at which touch-sound occurs.

Sound On Setting Detail
Disabled No touch-sound occurs during touch operation.
Touch The touch-sound occurs when touching the screen.
Release The touch-sound occurs when lifting a finger off the screen.

@ Setting Sound [Sound Settings]

Setting Sound Frequency for Touch-Tone [Tone]

Enables setting of the sound frequency for touch-tone.
Move the slide bar for [Tone] left or right.
The sound frequency for touch-tone is higher when moved to the right and lower when moved to
the left.

Setting Touch-Sound Duration [Duration time]

Enables setting of the touch-sound duration.
Move the slide bar for [Duration time] left or right.
The touch-sound duration is longer when moved to the right and shorter when moved to the left.

2-4. “Diagnostics” tab

Enables to confirm the product information about the touch panel controller.

2-5. “About” tab

Shows the version information for the GenTouch Software.
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Chapter 3 Right-click Operations

Right-click operations can be performed when you use the RightButtonTool.

1. Launch RightButtonTool.

Windows 10

Select “Start” - “All Apps” - “GenTouchScreen” - “RightButtonTool”.

Windows 8.1

Click @ on the “Start” screen, then select “GenTouchScreen” - “RightButtonTool” on the “Apps” screen.

Windows 7 /| Windows Vista / Windows XP / Windows 2000
Click “Start” - “All Programs” - “GenTouchScreen” - “RightButtonTool”.

The “RightButtonTool” screen will appear in the top center of the desktop.

2. Click “RightButtonTool”.

The icon switches to right-clicking.

[ => [

3. Aright-click can be performed by touching the icon.
[ Note |

* Do not use “GenPanel” and “RightButtonTool” at the same time. The right-click operation may not be detected.

Chapter 3 Right-click Operations 17



Chapter 4 Troubleshooting

If a problem still remains after applying the suggested remedies, contact your local dealer.

Problems

Possible cause and remedy

1. Right click does not work

Check that an appropriate mouse mode is set for the
right-click operation method (“Chapter 3 Right-click
Operations” (page 17)).

2. No touch-sound

The touch-sound may not be output from the external
line out of the PC depending on the hardware
configuration.

Under Windows 10 / Windows 8.1 / Windows 7, touch-
sound is only output through the audio output terminal
of the PC. To hear touch-sound, connect speakers.
Under Windows 10 / Windows 8.1 / Windows 7, touch-
sound is not output when the volume of the PC is set
to mute.

Touch-sound may be difficult to hear when the sound
is set to the lowest level.

After installing the driver, you need to restart your PC.
If you do not restart your PC, touch-sound may not
occur.

3. Touch sound is not set

After installing the driver, you need to restart your PC.
If you do not restart your PC, touch-sound settings
may not be applied.

4. When using an environment in which multiple
monitors are connected
When the monitor mode (single, dual, or clone)
is changed, the cursor does not appear on the
touched position

After the monitor is changed, it is necessary to
calibrate the screen again.

18 Chapter 4 Troubleshooting
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